MINIFIBERS, Inc.

Technical Data Sheet

LO-BOND® POLYETHYLENE YARN
Low-Melt Multifilament POY

Description: A partially or lightly oriented multiflament yarn
extruded from Polyethylene polymers having a
lower melt point than standard Polyethylene.

Suggested Applications: Bonded fabrics, narrow fabrics, thermal formed
fabrics

Standard Filament Counts: 12, 24, 48, 96, 144, 247
Others are available upon request; contact us
to discuss your specific needs.

Standard Total Deniers: 80 and up

Breaking Tenacity: The tenacity of POY is generally low;
can be increased to meet requirements.

Elongation: The elongation of POY is typically high;
can be reduced to meet requirements.

Effect of Heat: Softens at 94-96°C / 201-205°F.
Melts at 116-123°C / 240-253°F.

Chemical Resistance: Excellent resistance to acids and alkalis.
Excellent resistance to bleaches and solvents.

Packaging: Yarn is packaged on paperboard tubes (bobbins) [
and placed in a palletized corrugated box.

LO-BOND® is a registered trademark of MiniFibers, Inc.

The above information is provided to describe typical values and does not constitute a product specification. MiniFIBERS warrants that for each Product
sold, such Product will meet the standard specifications provided for that Product and will be of a quality consistent with the standard specifications.

This is the sole warranty given with respect to the Product, and is given expressly in lieu of any other warranties, expressed or implied, including without
limitation any implied or general warranty of merchantability or of fitness for a particular purpose. It is expressly understood that any technical advice or
assistance that may be provided by MiniFIBERS is rendered without compensation, and MiniFIBERS assumes no obligation or liability for such advice or
assistance given, or for results obtained.
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