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Water based systems

Solvent based systems

Thin film

Water based adhesives

Water based deck repair

Solvent based adhesives

Water based block fillers

Water based textured coatings

Water based roof coatings

Solvent based roof coatings

Fumed silica replacement

ESS5F ESS50F ESS2F ESS20F E380F

✓

✓

*

E780FE505F

✓

✓

*

E990F

* Other grades can 
be used with high 
shear; refer to 
mixing instructions 
for proper method 
of incorporation:

APPLICATIONS

Dry cementitious mixes

Thin set & traditional mortars

Stucco & EIFS

Precast

✓ ✓✓
✓ ✓✓* * *

** ✓✓
✓✓ ✓

E620F

*



Melt Point:     ~135°C / ~275°F

Specific Gravity:     0.96g/cm3

Moisture:     Less than 2% residual moisture as packaged.  Does not absorb moisture.

Chemical Resistance:   Excellent resistance to acids and alkalis, with the exception of oxidizing agents.
Swells in chlorinated hydrocarbons at room temperature; soluble at 71°-77°C / 160°-170°F.

Durability:      Resists aging and abrasion.  Not attacked by mold or mildew.

Packaging:     Packaged in multi-walled kraft bags.

Shelf Life:     Up to and exceeding 5 years in appropriate storage conditions.

TECHNICAL DATA

Typical dosage 
ranges from 0.5% 
to 1.0% by total 
formulation 
weight for most 
applications.

Suggested starting 
formulations are 
available on our 
website:GRADE ESS5F ESS50FT ESS2F ESS20FT E380F E620F E990FE780FE505FT

15151515151515 1010LBS.
per bag

50505050505050 7575BAGS
per pallet

88812121212 88SURFACE
AREA (m2/gm)

1515155555 2025FIBER
DIAMETER (µm)

~0.65~0.6~0.5~0.6~0.6~0.1~0.1 ~1.0~0.9FIBER
LENGTH (mm)

T = treated for improved dispersion in water based systems.


